





Firmware Upgrade Procedure Optoma HD8O

Step 5
Select “appcode.hex” and then click
“Flash”to execute the firmware upgrade

Step 6
When the words “Waiting for target reset” appear on the screen, plug in the power
cord to the HDS8O.

Step 7

While the firmware is upgrading, you will
see the words “Downloading: Appcode.
hex” on the screen.



Firmware Upgrade Procedure

Step 8

When the firmware upgrade program
has completed, you will see the following
displayed on the screen

Step 9

Optoma HD8O

"] EPixelworks ImageProcessor SDK FlashUpgrader

Directory: |DAFPEIMHDS0HDEN_BO4_FWY

Flash File: [appeode inf |
File: To Diownlaad
File [ Start [ End [ Length | Comnection
T R flsherhex 009000  Ox113E7 33767 el |
#appeodehex  OxE00000 OxFDES.. 1946072
E COM Port
COML: v
S Bend Rate
T Jt1s200 -]
-~ Optiong - Modes- -
0 |~ Contimous Flash Mode | @ Flash (" Verify (" Erase
N Resst Time (ms) ]‘_“_ = — =
[~ Create Binary File (oo Flash) | |
L [~ Notify On Completion Bytes:
Y | ¥ Reset Target After Download | Flash Close Help

Disconnect the RS-232 cable and the power cord. The HD8O0 is now ready to
be placed back in your home theater environment.



