EX530 | Multimedia Projector

Optoma
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EXS530 FEATURES

2600 lumens with a 2500:1 contrast ratio

XGA DLP by Texas Instruments with
The EX530 from Optoma is a DLP®-based digital BrilliantColor™ Technology
projector that produces remarkable picture quality
and provides user-friendly features. The high
contrast level on EX530 produces bright and crisp
images with great details. Designed as a
filter-less projector, EX530 ensures a lower cost

of ownership over time.

Filter-less design for low cost of
ownership

Wide-range of connectivity options

including: VGA-in, s-video, composite
video, RCA audio-in and USB

www.OptomaUSA.com
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Display Technology: Single 0.55” DLP® Technology by Texas Instruments

Maximum Resolution: UXGA (1600 x 1200) Resized

Contrast Ratio: 2500:1 (Full On/Full Off)

Lamp Life (Bright/STD): Estimated at 3000/4000 Hours

Image Size (Diagonal): 22.8"t0 255.22” (0.58 to 6.48m)

Noise Level (Bright/STD): 32dB/30dB

Computer Compatibility: UXGA, SXGA+, SXGA, XGA, SVGA, VGA Resized, VESA, PC and Macintosh

Compatible

Aspect Ratio: 4:3 Native, 1.78:1, 5:4, and 16:9 Compatible

Offset: 128%

Audio: One 1-Watt Speaker

Vertical Refresh Rate: 43to 87 Hz

Power Supply: AC Input 100 - 240V, 50-60 Hz, Auto-Switching

Weight: 5.51bs (2.5 kg)

Operating Temperature: 41-104° F (5-40° C) (85% Humidity), Adjustable Fan Speed for High Altitude

Application

Projection Method: Front, Rear, Table Top and Ceiling Mount

Security: One Kensington® Lock Port

Standard Accessories: AC Power Cord, VGA to VGA Cable, Remote Control, Batteries for Remote,

Lens Cap, Quick Start Guide, Warranty Card and User's Manual

Warranty: 1Year Limted Parts and Labor, 90 Days on Lamp
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