


Weight (lbs)

ANSI Lumens

Contrast (Full On/Off)

Native Resolution

Max. Resolution (Resized)

Technology

Size (W x H x D)

Lamp Type

Lamp Life

HDTV

Optical Zoom

Horizontal Scan Rate (KHz)

Vertical Refresh Rate (Hz)

Noise

Throw Ratio

Image Size (Diagonal)

I/O Connectors

Remote

Speaker

Warranty

Available (MP)

UPC

Notes

Model TX774
7.3

4000

2500:1

XGA (1024 x 768)

SXGA+ (1400 x 1050)

DLP

13.5" x 3.75" x 9.67"

280W SHP

2000/3000 (STD/ECO)

Yes

1.15x Manual

31 - 90

50 - 85

33dB/31dB (STD/ECO)

1.8 - 2.1:1

27" - 300"

Inputs:  DVI-D w/HDCP, VGA-In, 
Composite Video, S-Video, VGA-Out

Audio:  Two Audio-In, Audio-Out
Communications:  USB, RS-232, 

+12V Trigger

IR with Laser and Presentation Controls

One 3-Watt Speaker

3 Years Optoma Express Replacement Service
1 Year on Lamp

Now

796435 11 656 9

No filters to replace means lower cost of 
ownership

accidental adjustments

Achieve the best images with multiple preset 
modes
3 years standard and 1 year on lamp; Optoma 
Express Warranty Replacement service

TX763
6.3

3500

2000:1

XGA (1024 x 768)

SXGA+ (1400 x 1050)

DLP

11.5” x 4” x 9”

260W UHP

2000/3000 (STD/ECO)

Yes

1.2x Manual

31.5 - 100

47 - 85

35dB/30dB (STD/ECO)

1.95 - 2.15:1

35" - 300"

Inputs:  DVI-D w/HDCP, Two VGA-In, 
VGA-Out, S-Video, Composite Video
Audio:  Four Audio-In,  Audio-Out

Communications:  USB, +12V Trigger, 
RS-232, +5V Trigger

IR with Laser and Presentation Controls

One 2-Watt Speaker

3 Years Optoma Express Replacement Service
1 Year on Lamp

Now

796435 11 144 1

Advanced color processing delivers truer images

ownership

Achieve the best images with multiple preset 
modes
3 years standard and 1 year on lamp; Optoma 
Express Warranty Replacement service

EP761
6.3

3200

2000:1

XGA (1024 x 768)

SXGA+ (1400 x 1050)

DLP

11.5” x 4” x 9”

230W UHP

2000/3000 (STD/ECO)

Yes

1.1x Manual

31.5 - 100

47 - 85

34dB/29dB (STD/ECO)

1.95 - 2.15:1

35" - 300"

Inputs:  DVI-D w/HDCP, Two VGA-In, 
VGA-Out, S-Video, Composite Video
Audio:  Four Audio-In,  Audio-Out

Communications:  USB, +12V Trigger, 
RS-232, +5V Trigger

IR with Laser and Presentation Controls

One 2-Watt Speaker

1 Year Limited Parts and Labor
90 Days on Lamp

Now

796435 11 140 3

Rapid shutdown for grab and go operation
Advanced color processing delivers truer images
No filters to replace means lower cost of 
ownership

modes

EP1691
3.2

2500

2500:1

WXGA (1280 x 768)

WXGA+ (1680 x 1050)

DLP

8.6” x 2.75” x 7”

200W UHP

2000/3000 (STD/ECO)

Yes

1.15x Manual

15 - 91

43 - 87

36dB/33dB (STD/ECO)

1.8-2.2:1

34" - 250"

Inputs:  Digital Video - HDMI, VGA-In, Composite 
Video, S-Video

Audio:  Audio-In
Communications:  USB

IR with Laser and Presentation Controls

One 1-Watt Speaker 

2 Years Limited Parts and Labor
90 Days on Lamp

Now

796435 11 657 6

notebook PC

Advanced color processing delivers truer images

ownership

modes

EP7155
3.2

2500

2500:1

XGA (1024 x 768)

UXGA (1600 x 1200)

DLP

8.6” x 2.75” x 7”

200W UHP

2000/3000 (STD/ECO)

Yes

1.15x Manual

15 - 91

43 - 87

36dB/33dB (STD/ECO)

1.8 - 2.2:1

34" - 250"

Inputs:  Digital Video - HDMI, VGA-In, Composite 
Video, S-Video

Audio:  Audio-In
Communications:  USB

IR with Laser and Presentation Controls

One 1-Watt Speaker

2 Years Limited Parts and Labor
90 Days on Lamp

Now

796435 11 658 3

Advanced color processing delivers truer images
No filters to replace means lower cost of 
ownership

modes


